www.compro.de

PIEZO SIRENE PS5

Akustischer Signalgeber

Sounder

Spezifikationen | Specifications

MODEL PSS.55030 PSS.55080 PSS.55120
SPL @30cm 110 £3dB* @ 25°C 110+ 5dB* @ 25°C 110 £3dB* @ 25°C
RESONANT FREQUENCY 27 +05kHz 2.7 +05kHz 2.9+ 05kHz

CURRENT CONSUMPTION

<20mA @ 12VDC

<65 mA @ 50 VDC

<35mA @ 110VDC

RATED VOLTAGE 12vDC 50vDC 110vDC
OPERATING VOLTAGE 3~30vDC 3~80vDC 3~120VDC
OPERATING TEMPERATURE -20°C ~ +70°C

STORAGE TEMPERATURE -30°C ~ +80°C

TERMINAL

screw-terminal

HOUSING MATERIAL

ABS

COLOUR white or black
IP CLASS IP65
TONE constant, fast, pulsetone (select before order)




Technische Zeichnungen | technical drawings
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Warnung | Caution

| Anschluss nur durch eine Elektrofachkraft. Der Schalldruck des Akustikelements kann bei geringem
| Wiring must be carried out by a qualified electrician. Abstand das Gehdr schadigen.
The sound pressure of the signal element can cause

| Vor Anschluss und bei Beschadigung des Geré&ts Netzspannung damage to hearing when used at close quarters.
abschalten.
| Turn off the power supply: Before connection. In | Wenn durch einen Ausfall des Signalgerats eine
the event of damage. Gefahrdung von Menschen oder Beschadigung von
Betriebseinrichtungen mdglich ist, muss dies durch zuséatzliche
| Gerat nur in komplett montiertem Zustand betreiben. Sicherheitsmafinahmen verhindert werden.

| Only operate the device when completely assembled. In case of equipment failu

should be taken to avoid po

ditional safety precautions
ible danger to persons.

| Nennspannung beachten.

| Observe the nominal voltage.

Reinigung mit mildem, nicht scheuernden und nicht kratzenden
Mitteln méglich. Niemals aggressive Reinigungsmittel wie z. B.
| *SPL fallt bei héheren Temperaturen ab und kehrt bei Raum- Lésungsmittel verwenden.
temperatur wieder, als normales Verhalten von Piezo-Keramik. Clean the appliance from outside with a light, non-scouring
| *SPL will drop at higher temperatures and will resume at rated cleaning agent. Do not use aggressive cleaning agents, like e.g.
temperature as a normal phenomena for Piezo-ceramic. solvents.

Anderungen und Irrtiimer vorbehalten. Alle hier angegebenen Werte
verstehen sich unter Vorbehalt technischer Anderungen.

Rights rserved to change specifications without prior notice. All figures
mentioned above, may be subject to technical changes.
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